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Technical Data

BNT ARMS & PINS
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STANDARD CARTON
CATALOG
DESCRIPTION
NUMBER LENGTH | WIDTH | HEIGHT | CUBIC
QUANTITY| LBS (INCHES) |(INCHES) |(INCHES)| FEET
ONE SADDLE
BNT-A1 CABLEASRLll\APPORT 10 8 [15.250| 8.250 | 4.750 | .346
TWO SADDLE
BNT-A2 CABLEASRllJ\APPORT 10 16 [15.250(13.250| 5.500 | .643
THREE SADDLE
BNT-A3 CABLEASle\APPORT 10 23 115.250(15.250| 7.500 | 1.009
4" CROSS PIN
BNT-P4 WITH 10 2 5.750 | 4.250 | 4.250 | .060
HUMPED COTTER
5" CROSS PIN
BNT-P5 WITH 10 2 5.750 | 4.250 | 4.250 | .060
HUMPED COTTER
HUMPED
BNT-H1 ooPT”T\‘ER 40 .6 3.75 | 3125 | 2.125 | .014
NOTES:

1) 1 each BNT-H1 humped cotter pin is included with each BNT-P pin.
2) Use the BNT-P4 pin with existing steel stanchions.
3) Use the BNT-P5 cross pin with BNT-S non-metallic stanchions.
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